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Patch Quick Cat 6a

Features & Benefits
• Independently tested to Cat 6a and 10GBASE-T channel  

performance standards
• Conform to ANSI/TIA 568-C Category 6a
• Uses fully shielded cable
• Boxes available from stock in lengths from 0.5 to 10 metres
• RJ45 leads available in 10 colours
• Minimal Packaging - No bags, no cable ties
• Rapid deployment
• Save time and reduce waste

Ordering Information

Product Description Length Quantity of Leads Part Number

Patch Quick Cat 6a Box

0.5m 182 PQ-010-005-xx

1.0m 70 PQ-010-010-xx

1.5m 56 PQ-010-015-xx

2.0m 56 PQ-010-020-xx

3.0m 42 PQ-010-030-xx

4.0m 28 PQ-010-040-xx

5.0m 28 PQ-010-050-xx

10.0m 14 PQ-010-100-xx

Cable Colour Code **

Grey 01 Yellow 06

White 02 Orange 07

Blue 03 Purple 08

Green 04 Black 09

Red 05 Pink 20

Product Specifications

Plug High performance modular plug

Cable LSZH Category 6a shielded cable

Cable Shield Overall braid and individually foiled pairs

Wiring Specification Straight Through

Boot Low profile with latch protection

Conforms To ANSI/TIA 568-C Category 6a

Enhance the efficiency of your network installations with our Connectix Patch Quick boxes. Designed for speed and convenience, these 
high-quality leads come with minimal packaging and no unnecessary cable ties - helping you save valuable time on setup while actively 
reducing plastic waste. Ideal for professionals who prioritise both performance and sustainability, our streamlined design ensures a 
hassle-free installation process without compromising on reliability or durability.

Patch Quick boxes are supplied with a various number of leads depending on the length ordered. See table below for accurate box quantity. 


